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NEMA 4X std or submersion to 100ft as an option

300% of rated load

-4°F - 158°F

±1%

Capacity

Resolution

Weight

Protection

Safety Factor

Op Temp

Accuracy

Dimension A

Dimension B

Dimension C

Dimension D

Dimension E

Dimension F

Dimension H

Dimension L

Dimension N

Dimension P

2200lb

2lb

0.66

0.44

1.44

4.4lb

7150lb

10lb

1.06

0.75

2.38

6.16lb

14300lb

10lb

1.44

1.00

3.31

7lb

26400lb

20lb

2.03

1.38

4.69

17.6lb

55000lb

50lb

2.87

2.01

7.01

40lb

37400lb

50lb

2.38

1.63

5.75

26.4lb

120000lb

100lb

3.25

2.24

7.76

55lb

185000lb

100lb

4.13

2.76

10.51

99lb

260000lb

200lb

5.00

3.25

12.99

187lb

440000lb

200lb

7.24

4.76

15.63

473lb

880000lb

1000lb

8.27

7.01

22.52

1144lb

660000lb

1000lb

801lb

8.39

5.98

19.49

0.38

1.03

0.91

0.63

1.69

1.50

0.88

2.28

2.09

1.25

3.25

2.99

1.75

5.00

4.17

1.50

3.88

3.62

2.01

6.46

4.80

2.62

7.24

5.71

2.99

7.87

6.50

3.76

10.98

10.51

6.50

12.99

14.02

4.76

12.99

12.01

2.48 4.17 5.83 8.27 12.3210.00 13.70 17.83 21.50 29.25 40.2435.24

1.78

0.38

2.17

2.93

0.69

3.52

4.02

0.97

4.72

5.75

1.38

6.50

8.86

2.24

9.06

6.89

1.62

7.72

9.96

2.40

10.39

12.87

3.11

13.54

14.37

3.62

16.50

20.98

5.98

20.51

25.98

7.24

27.95

25.00

6.77

24.33

Part Number SLB1TU SLB3.25TU SLB6.5TU SLB12TU SLB17TU SLB25TU SLB55TU SLB85TU SLB120TU SLB200TU SLB300TU SLB400TU

(Larger capacities than those listed, price on application)
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1850 Larkin Williams Rd.
Fenton, MO 63026

(636)343-9700
www.stlcrane.com
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